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sere Arbeitswelt, Bereiche des privaten ge-
na s  wie des entlichen ebens  e ragt 
sind deshalb h g schnell anpassbare ver-
änderliche raumbildende Konzepte, die eine 
op sche Abgrenzung zu achbarbereichen 
erm glichen und die die auma us  posi v 
beein ussen  Am ar t gibt es temporäre 
Sicht- und Schallschutzsysteme in vorge-
er gten Abmessungen  iese sind i  d   

nicht selbs ragend, so dass eine zusätzliche 
st tzende oder haltende Konstru on Stän-
dersysteme ahmen  er orderlich ist  Auch 
kann eine schnelle bedarfsgerechte und wie-
derholbare eometrieänderung häu g nicht 
realisiert werden  Systeme, mit denen dies 
bewerkstelligt werden kann, sind nach dem 

rinzip des rigami faltbare, selbs ragende 
Strukturen  
Die Möglichkeiten zum Einsatz von Origami-
Faltstrukturen im Bauwesen und in der Ar-
chitektur wurden bereits verschiedentlich 
untersucht  Auch Strukturen mit endlicher 
Dicke, deren Faltung Zwangsbedingungen 
unterliegt, fanden dabei Ber cksich gung  
O ene Fragestellungen betrafen aber wie-
derholt Origami-basiert faltbare, leicht zu 
transpor erende Strukturen aus Material-
verbunden insbesondere aus olz e l-
verbunden  mit einer de nierten einheit-
lichen oder auch variablen Dicke  

In a world more and more opening up, dis-
creteness and individualisa on are becom-
ing more and more di cult, but all the more 
important  this a ects our world of work 
and our spheres both private and public  
Therefore, there is a demand for quickly ad-
ustable space-crea ng concepts allowing 

op cal delimita on from ad acent areas and 
posi vely in uencing room acous cs  There 
are temporary vision and noise par on 
systems of prefabricated dimensions on the 
market  They are not usually self-support-
ing, requiring an addi onal load-bearing or 
suppor ve design upright stand systems
frames  or can customised and repro-
ducible changes to geometries be provided 
swi ly in many cases  Systems that would be 
able to do so adopt the principle of origami-
foldable, self-suppor ng structures

ossibili es of using origami-like foldable 
structures in the building sector and in ar-
chitecture have been inves gated already 
in several ways  Also, structures of nite 
thickness whose foldability is subject to 
forced condi ons have thereby been taken 
into account  Open issues repeatedly dealt 
with origami-based foldable, easily portable 
structures of composite materials par cu-
larly wood te le composites  of de ned, 
uniform or also variable thickness

Akus sch wirksame Origami-Faltwerke mit 
 bedarfsgerecht anpassbarer Raumgeometrie  
auf Basis von olz Te lverbunden 
Acous cally e ec ve origami folding structures 
of customisable room geometry based on wood/
te le composites

 

  



Ziel des Forschungsvorhabens war folglich 
die Entwicklung von Konzepten für soge-
nannte olz/Te l-Faltwerke TF  Dies 
umfasste die Bereiche Materialentwicklung, 
Bauteilkonstruk on, Fer gungstechnologie 
und die Ermi lung von Eigenscha en bzw  
Simula onen

Zunächst wurden die Anforderungen an HTF 
bzgl  grundsätzlicher Systemeigenscha en 
im rozess der Faltung/En altung, Kompak-

erung, Handhabung und in den Zielanwen-
dungsgebieten de niert  Darauf au auend 
erfolgte die Auswahl und Untersuchung ge-
eigneter Materialien für die Komponenten 

 biegesteife Flächenelemente und biege-
schla es Trägermaterial  sowie die Entwick-
lung von Einzelkomponenten  Teilaufgaben 
waren dabei die Entwicklung einer Fer -
gungstechnologie für te le elenksysteme, 
einschließlich der Erprobung und Auswahl 
geeigneter Fügetechniken te les Fügen, 
Kleben  und erfahren zur genauen osi -
onierung der Flächenelemente auf den Trä-
germaterialien sowie die Entwicklung akus-

sch wirksamer Materialien bzw  Elemente  

onsequently, the objec ve of the research  
project was to develop concepts for so-called  

ood/Te le Folding Structures TFS  
They comprise the areas of material de ve-
lopment, component design, manu facturing 
technology and iden ca on of proper es 
or simula ons alike

At rst, the requirements of TFS with re-
gard to principal system characteris cs in 
the process of folding/unfolding, compact-
ing, handling and targeted applica ons were 
de ned  Following that, suitable materials 
for components  e urally resilient lami-
nar elements and e urally slack substrate 
material  were selected and inves gated as 
well as individual elements developed  ar-

al tasks thereby were to develop a manu-
facturing technology for te le join ng sys-
tems, including the tes ng and selec on of 
appropriate joining techniques te le join-
ing,  gluing  and methods for e actly posi on-
ing the laminar elements on the substrates 
as well as the development of acous cally 
 e ec ve materials or elements

 



 

Die Konzeptentwicklung für den Au au 
des Gesamtsystems beinhaltete anschlie-
ßend insbesondere die Abs mmung der 
Fer gungstechnologien aus dem Holz- und 
Te l bereich  die erknüpfung von rozess-
ke en, Datenerfassung, Datenau ereitung 
und rogrammierung  Auf Basis des Origami-
Prinzips wurden außerdem verschiedene 
Faltgeometrien und -kinema ken simuliert 
und eine Auswahl geeigneter Geometrien 
vorgenommen, die auch bei der Fer gung 
eines Demonstrators zur Anwendung ka-
men  Für den Funk onsnachweis wurden 
physikalisch-mechanische und akus sche 
Prüfmethoden entwickelt und Standardver-
fahren adap ert  

Auf Basis der im Projekt gewonnenen Er-
kenntnisse wurde ein Demonstrator in 
Form eines Pavillons aus 12 faltbaren Einzel-
elementen konstruiert  Dieser wurde zu-
nächst als Modell im Maßstab 1 1  gefer gt 
und aufgebaut  Anschließend erfolgten die 

nale Fer gung und Installa on des Demon-
strators im Maßstab 1 1  Anhand einer eis-
tungsanalyse konnte ein entsprechender 
Funk onsnachweis erbracht werden
Die aufgestellten Arbeitshypothesen bestä-

gten sich  Durch geeignete Simula ons-
modelle konnte die Faltung und Form der 
Origamistrukturen berechnet und eine Ver-
bundkonstruk on mit einer Materialdicke  
von mindestens  Millimetern gefer gt wer-
den  Es ist gelungen, durch den Einsatz holz-
basierter Elemente eine mechanisch stabile 
selbs ragende Origamistruktur mit  Meter 
Spannweite zu errichten  Die wirtscha -
liche und reproduzierbare Fer  gung der Ele-
mente konnte durch die numerische Bear-
beitung und automa sche Generierung der 
Bearbeitungsprogramme erreicht werden  
Die Fer gungsunterlagen für die Holz- und 
Te l verarbeitung wurden dabei aus einem 
gemeinsamen übergeordneten Tool gene-
riert und die Fer gung im digitalen Zwilling 

Subsequently, the concept design for struc-
turing the en re system especially included 
the coordina on of manufacturing tech-
nologies in the wood and te le areas  the 
interlinking of process chains, the capture 
and prepara on of data and programming  
Besides, various folding geometries and 
 kinema cs were simulated on the basis 
of the origami principle and suitable geo-
metries  selected that were also applied in 
making a demonstra ve prototype  Physical-
mechanical and acous c test methods were 
developed for proving their func onality 
and standard procedures were adapted

Res ng on the knowledge gained in the pro-
ject, a demonstra ve prototype in a pavil-
ion-like shape consis ng of twelve individu-
ally foldable elements was designed  It was 
at rst built as a model on a 1 1  scale and 
set up  This was followed by the nal manu-
facture and installa on of the demonstra-

ve prototype on a 1 1 scale  orresponding 
proof of func onality could be provided by a 
performance analysis
The ini ally set up working hypotheses were 
con rmed  the folding and shaping of the 
origami structures could be calculated with 
the help of suitable simula on models and 
the composite design of at least 7 mm in ma-
terial thickness could be manufactured  The 
use of wood-based elements helped to suc-
ceed in se ng up a mechanically stable, self-
suppor ng origami structure of  four-metre 
span  Economic and reproducible manufac-
ture of the elements could be achieved using 
processing programs machining them nu-
merically and crea ng them automa cally  
The produc on documenta on for the wood 
and te le processing were thereby gener-
ated from a joint superordinate tool and the 
manufacturing was mapped in a digital twin  

ith the help of selected materials, joining 
technologies and detailed design solu ons, 
it was possible to manufacture permanently 
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abgebildet  Mit Hilfe ausgewählter Materia-
lien, Verbindungstechnologien und konst-
ruk ver Detaillösungen war die Herstellung 
dauerha  haltbarer Holz-/Te l-Faltwerke 
möglich  Das Einbringen geeigneter schallab-
sorbierende Materialien in einzelne Elemente 
verbesserte die akus schen Eigen scha en 
der Gesamtkonstruk on wesentlich  Als we-
sentliches Projektziel konnte die Nachhall-
zeit innerhalb des Pavillons auf etwa 1 bis 
2 Sekunden eingestellt werden, was damit 
eine für die sprachliche Kommunika on gut 
geeignete Umgebung scha t  

durable wood/te le folding structures  The 
incorpora on of suitable sound-absorbing 
materials in individual elements signi cantly 
improved the acous c proper es of the 
overall structure  As a key project objec-

ve, the reverbera on me within the pavil-
ion could be adjusted to about one to two 
seconds, thus crea ng an environment well 
suited for face-to-face communica on


